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PVC 
Cladding
Ariel’s range of PVC cladding sheets boast a 
smooth exterior to transform internal walls and 
ceilings into sleek finished surfaces that are 
functional and easy to wipe clean.
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PVC is a popular material alternative to traditional tiles. It 
weighs less per square metre and the sheets are easy-to-
handle with only standard tools required for cutting and 
drilling. These sheets are easily bonded to substrates or 
surfaces, making installation quick and straightforward.
 
Ariel’s PVC cladding range includes a general 
cladding sheet as well as hygienic sheet options 
that are resistant to moisture and chemicals whilst 
not allowing any microbial material to absorb 
into the sheets, ensuring there are options to suit 
even the most challenging of environments.
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•	Resistant to dirt
•	Quick and easy to clean

Hygiene

• Smooth, sleek surface
• 	No grout to keep clean

Improving Aesthetics

•	Cheaper and quicker than tiling
•	Low maintenance costs

Cost Effective

•	Resistant to mould and rot
•	Good resistance to scratches or dents

Lower Maintenance

Why use PVC 
Hygienic Cladding?

Ariel’s Coroclad hygienic cladding sheets are a 
popular choice for a variety of reasons. They are a 
cost effective way to achieve smooth interior walls 
and ceilings, combining aesthetics with a surface 
that is impervious to dirt ingress for a clean and 
easily maintained environment.

4 5



PVC Hygienic Cladding 
Material Benefits
Coroclad PVC hygienic cladding sheet is the ideal solution 
for covering internal walls and ceilings due to the material’s 
inherent characteristics that set it apart. With exceptional 
resistance to water, chemicals and bacteria, it is an excellent 
hygienic cladding choice. The lightweight nature of the product 
means installation is quick and simple and its durability 
ensures that its striking appearance will last for years.

Features & Benefits

Tough and durable
Hard surface makes them resistant 
to cracking, splitting and abrasion, 
maintaining a hygienically 
smooth cleanable surface.

Water resistant
Provide a water-resistant barrier 
and will not rust or corrode. 
They are particularly suitable 
for cladding applications 
such as bathrooms and 
kitchens where high levels of 
condensation are expected.

Ease of installation
Lighter than traditional wall 
coverings such as tiles, Ariel’s 
hygienic cladding sheets are easy 
to transport, handle and install. 
They require only standard tools 
for cutting and drilling. Flat sheets 
are easily bonded to substrates. 

Hygienic, smooth, 
easy clean surface
Closed cell surface makes them 
super resistant to stains. The 
smooth surface allows for easy 
wipe clean and due to their 
excellent chemical resistance, 
they can be cleaned with 
typical non-abrasive cleaning 
products and disinfectants.

Anti-bacterial
The closed cell structure 
prevents the absorption of 
microbial materials, which 
is crucial for maintaining a 
hygienic environment. An 
easy-to-clean surface adds 
to the practicality, making it 
easier to maintain cleanliness.

Excellent fire performance
Coroclad PVC hygienic 
cladding sheets have excellent 
fire performance properties. 
Please contact the Technical 
Department for details.
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Hygienic
Cladding
Applications
Ariel’s PVC hygienic cladding range offers a practical 
solution across a wide range of cladding applications:

Hospitals, dentists, GP practices, vets, laboratories.

Abattoirs, food production areas, residential 
and commercial kitchens, fast food outlets.

Health

Food Hygiene

1

2

Clean rooms, laboratories and test facilities.

Manufacturing 3

Bathrooms and toilets, changing facilities.

Retail & Leisure4

Residential bathrooms and wetrooms,  
marine fit out, agricultural sheds.

Other5
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Plastic Sheets for Cladding Range at a glance

Stock Sheet Range

PVC Cladding Sheet Range

Code PG Disc Product Description
Thickness

mm
Sheet Size

mm

69000 066 933 Coroclad Satin - Solid PVC Hygienic Cladding Sheet 1.5 2440 x 1220

69004 066 933 Coroclad Satin - Solid PVC Hygienic Cladding Sheet 2.0 2440 x 1220

69008 066 933 Coroclad Satin - Solid PVC Hygienic Cladding Sheet 2.5 2440 x 1220

69012 066 933 Coroclad Satin - Solid PVC Hygienic Cladding Sheet 2.5 3050 x 1220

69014 066 933 Coroclad Satin - Solid PVC Hygienic Cladding Sheet 3.0 2440 x 1220

68008 066 933 Coroclad Gloss - Foam PVC Hygienic Cladding Sheet 3.0 2440 x 1220

67008 066 933 Economy Clad - Foam PVC General Cladding Sheet 3.0 2440 x 1220

Hygienic Cladding Sheets

Ariel provides a quick and easy Cut to Size Service for 
a range of sheet options including solid and foam PVC 
delivered within 48 hours nationwide.

Cut to Size Sheet is a bespoke product and non returnable

Cut to Size Service

Ariel’s range of PVC hygienic cladding sheets are 
a popular choice. Their resistance to moisture 
and chemicals coupled with their ability to 
prevent microbial absorption into the sheet 
makes them incredibly versatile.

Stock Range Special Order Options*

Product Material White Finish
Cladding 
Use

Impact 
Resistance

Colours Finish Cladding Use

Coroclad Satin Solid PVC ✓ Satin Hygienic High ✓ Matt Anti-Microbial

Coroclad Gloss Foam PVC ✓ Gloss Hygienic Medium

Economy Clad Foam PVC ✓ Matt General Low

*Available on request. Minimum order quantities & extended lead times apply.
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Thickness (mm) Sheet size (mm)

1.5, 2.0, 2.5, 3.0 1220 x 2440

2.5 1220 x 3050

*Matt finish available on request.Minimum order quantities 
and extended lead times apply.

Solid PVC Hygienic 
Wall & Ceiling Cladding
Coroclad Satin is a solid PVC hygienic cladding sheet offering a versatile 
and practical solution for wall and ceiling cladding projects where hygiene 
is paramount. Its surface is impervious to dirt and resistant to moisture and 
chemicals making it suitable for a variety of spaces. The ease of handling, 
cutting and installation make it a convenient choice whilst its flat easy-to-clean 
surface is easily cleaned with most non-abrasive cleaning agents.

•	Health facilities
•	Food preparation areas
•	Clean rooms
•	Kitchens
•	WCs
•	Changing rooms
•	Agricultural buildings

Suitable for: Installation

• Modern, sleek finish
• Easy to handle and install
• Easy to clean
• Does not absorb any microbial material
• Stain resistant
• Chemical resistant
• Resistant to cracking and splitting
• Durable and resistant to knocks and scratches
• Low maintenance
• Suitable for high condensation areas
• Suitable for use in a wide range of temperatures
• Fire rating – classified for internal use
• Suitable for medium term outdoor use

Benefits:

Satin finish as standard*

Sheet weight at 4.26kg/m3

for 3mm thickness

Colour white

Tough and durable, resistant 
to dents and scratches

Smooth surface

Water and moisture resistant

Chemical resistant

Non porous

Easily bonded to 
substrates or surfaces

Excellent fire performance

Service temperature from 
-20°C up to 60°C

100% recyclable

PVC Profile Accessories available (see page 18).

To avoid openings where dirt 
and moisture could potentially 
gather and to aid cleaning, it is  
recommended to install using:	

•	Hot welding for a seamless surface
•	PVC profiles to join sheets and seal

sheet edges – view full range 
on page 18

Product Features
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Thickness (mm) Sheet size (mm)

3.0 2440 x 1220*

*Larger sheet sizes available on request. 
 Minimum order quantities and extended lead times apply.

Characterised by its high gloss finish, this rigid foam PVC flat 
sheet is suitable for a range of interior cladding applications.
Its smooth surface is resistant to moisture, chemicals and dirt, 
and is easily cleanable with most non-abrasive cleaning agents.

•	Health facilities
•	Clean rooms
•	Food preparation areas
•	Kitchens
•	WCs
•	Changing rooms

• Modern, sleek finish
• Easy to handle and install
• Easy to clean
• Does not absorb any microbial material
• Stain resistant
• Chemical resistant
• Resistant to cracking and splitting
• Durable and resistant to knocks and scratches
• Low maintenance
• Suitable for high condensation areas
• Suitable for use in a wide range of temperatures
• Fire rating – classified for internal use

Benefits:

PVC Profile Accessories available (see page 18).

Co-extruded high
gloss surface

Lightweight at 2.61 kg/m3

Colour white

Tough and durable, resistant 
to dents and scratches

Smooth surface

Water and moisture resistant

Chemical resistant

Non porous

Easily bonded to substrates 
or surfaces

Excellent fire performance

Service temperature from 
-20°C up to 60°C

100% recyclable

Gloss Foam PVC Hygienic 
Wall & Ceiling Cladding

Suitable for: Installation

To avoid openings where dirt 
and moisture could potentially 
gather and to aid cleaning, it is  
recommended to install using:	

•	Hot welding for a seamless surface
•	PVC profiles to join sheets and seal

sheet edges – view full range 
on page 18

Product Features
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Ariel Plastics’ Economy Clad foam PVC is a lower cost, lightweight wall and 
ceiling cladding material particularly suited where hygiene is not a primary 
concern and in areas where minimal contact is likely from trolleys or loading 
equipment. Due to its lightweight nature this material is easy to handle and 
install making it a popular choice for installers.

Thickness (mm) Sheet size (mm)

3.0 2440 x 1220*

*Larger sheet sizes available on request. Minimum order quantities apply.

•	 Internal cladding
•	Commercial store rooms
•	Offices
•	Short term outdoors

Product Features
• Cost effective
• Modern, sleek finish
• Easy to handle and install
• Easy wipe clean
• Suitable for a wide range of general cladding projects
• Suitable for use in a wide range of temperatures
• Fire rating – can be specified for internal use

Benefits:

PVC Profile Accessories available (see page 18).

Matt finish

Lightweight

Colour white 

Smooth flat surface

Easy wipe clean

100% recyclable

Suitable for: Installation

To avoid openings where dirt 
and moisture could potentially 
gather and to aid cleaning, it is  
recommended to install using:	

•	Hot welding for a seamless surface
•	PVC profiles to join sheets and seal

sheet edges – view full range 
on page 18

Foam PVC for General 
Wall & Ceiling Cladding
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PVC Profile Accessories

A range of white PVC profile accessories are 
available in two lengths for use with all the products 
in the Ariel Plastics’ PVC cladding sheets range.

Slight colour variation between cladding sheet and 
accessories is to be expected.

Installation

Same Product Batch: 
Ideally, using sheets from the same production 
batch ensures uniformity in colour.

Achieving a Watertight Seal:
A watertight seal can be achieved between 
sheets using either the hot welding method 
or the more common practice of using Ariel’s 
PVC profiles to achieve a watertight seal 
between Ariel’s PVC cladding sheets. A range 
of top, bottom and corner profiles prohibit 
water and dirt getting behind the sheet. 

•	 Hot Welding:
Using specialised equipment to heat the edges of the 
PVC sheets, causing them to melt and fuse together for 
a seamless surface. It’s essential to follow manufacturer’s 
guidelines and use the appropriate temperature settings 
and welding techniques for best results.

•	 Ariel Plastics PVC Profiles:
Designed specifically for joining PVC cladding sheets, 
these act as connectors between the sheets, providing a 
secure and sealed joint and effectively preventing water 
and dirt getting between the cladding sheets 
and facilitating easy cleaning.

Avoid Mixing Different Batches:
Mixing sheets from different batches on the 
same wall can result in slight variations in 
colour that could be noticeable. 

Consistent Orientation:
Whether horizontally or vertically, using 
sheets in the same orientation throughout the 
installation helps maintain a uniform look.

Recommended Adhesive: 
Polyurethane (PU) is the recommended 
adhesive for installing Coroclad PVC Cladding 
sheet. It is to be applied to the back of the 
cladding sheet and generally one 300ml 
cartridge of PU adhesive is required per 
2400 x 1200mm (8ft x 4ft) sheet.

Profiles Available

J
Horizontal - top and bottom

H
Vertical – left and right of sheets

C
Inside corner

F
External corner

H 
Profile can be one or two piece

Code PG Disc Product Description Colour Length mm

76140 066 933 H-Section Division Bar - 2.44m White 2440

76130 066 933 H-Section Division Bar - 3m White 3000

76141 066 933 J-Section Starter Trim - 2.44m White 2440

76131 066 933 J-Section Starter Trim - 3m White 3000

76142 066 933 Internal Corner - 2.44m White 2440

76132 066 933 Internal Corner - 3m White 3000

76143 066 933 External Corner - 2.44m White 2440

76133 066 933 External Corner - 3m White 3000

76144 066 933 Division Bar Top - 2.44m White 2440

76134 066 933 Division Bar Top - 3m White 3000

76145 066 933 Division Bar Base - 2.44m White 2440

76135 066 933 Division Bar Base - 3m White 3000

76136 067 933 Fix All High Tack 290ml - -

Foam PVC Cladding

Maintaining the consistency of appearance when fitting Ariel 
Plastics’ cladding sheets is crucial for a seamless appearance. 
Follow the guidelines below to achieve a perfect finish:

18 19



Speedwell Industrial Estate 
Staveley  
Derbyshire  
S43 3JP  

Tel: 01246 281111
Fax: 01246 561111
Email: info@arielplastics.com

Blairlinn Road  
Cumbernauld  
Glasgow  
G67 2TF  

Tel: 01236 725536  
Fax: 01236 725871
Email: scotland@arielplastics.com

For the latest product information 
and merchant support

arielplastics.com

Orderline email: 
sales@arielplastics.com

Ariel Plastics Customer Services: 
APCustomerservices@arielplastics.com

Q09125


